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*Information sur le niveau d’émission 
de substances volatiles dans l’air inté-
rieur, présentant un risque de toxicité 
par inhalation, sur une échelle de 
classe allant de A+ (très faibles émis-
sions) à C (fortes émissions) 

LECO FUSION 
 Product description 

  
Material A pre-coated and pre-pigmented composite fleece made from cellulose and glass fi-

bres, with a dense, smooth surface.  
 

Use LECO Fusion serves as a high-quality base coat for walls and ceilings in both new 
builds and renovation projects. It is ideal for applications requiring uniform, wallpa-
pering-compatible surfaces that meet high aesthetic standards. 
 

Properties • Intense, satin-white primer coat 
• Very high opacity (approx. 98%) 
• Pre-coated and pre-pigmented 
• Usually only one coat required, very low paint consumption 
• Dense, smooth surface 
• High resistance to moisture, easy to wipe clean 
• Approx. 20% higher strength than standard non-woven 
• Very robust and crack-bridging 
• Skin-friendly, as no glass fibres can escape 
• Free from PVC, solvents and heavy metal compounds 
 

Certificates • Complies with DIN EN 15102 
• Fire performance tested in accordance with DIN EN 13501-1 (B-s1, d0) 
• Certified to OEKO-TEX® Standard 100 
• Contains no allergenic substances 
• A+ (VOC) 
 

Roll size and packaging Article Roll size Weight approx. Packing unit Rolls per pallet 

40210 060 1,00 x 25,00 m 210 g/m² 15 Rolls 60 Rolls 
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LECO FUSION 
Instructions of use 

  
First step Please check the material before use. 

Front side = visible side (coated). 
Complaints made after use cannot usually be accepted – we will consider valid claims on a 
case-by-case basis 
 

Wall surface The substrate must be dry, uniform in colour, sound, evenly absorbent, clean, smooth and 
sufficiently level. Old wallpaper and non-adherent paint must be completely removed. 
Cracks, joints and uneven areas must be levelled with suitable fillers, preferably gypsum-
based fillers. Highly absorbent surfaces must be properly pre-treated with diluted paste or 
a water-based wallpapering primer. 
 

Hanging Use the glass fibre adhesive LECOLLE Xtra Strong observing manufacturer’s instructions.  
 
Cut wallpaper strips, adding 5-10 cm to allow for the top and bottom edges. Apply paste 
directly to the surface, lay the cut strips on top and press down with a wallpaper 
scraper/roller to remove any bubbles. Glue subsequent strips edge to edge and cut off any 
excess. Remove any excess paste immediately with a damp cloth or sponge.  
 
Please refer to the detailed application instructions in our technical data sheet for LECOLLE 
XTRA STRONG. 
 

Painting Once dry, depending on your preferences and the intended use, apply a top coat of emulsion, 
latex or acrylic paint in accordance with DIN 13300. In most cases, one coat is sufficient. 
 

Note The statements above are general recommendations. We exclude any claims based on work 
conditions and wall constitutions on which we do not have any influence. In case of doubt, 
we recommend conducting your own tests. 
 

 


